
Home Attachments Hydraulic Breaker

Turn your compact loader or excavator into a powerfully precise demolition machine  

Provides powerful force to break through concrete, rock, and asphalt effortlessly  

Delivers maximum efficiency by matching hydraulic capacity of the carrier to the breaker,

allowing consistent machine-to- breaker performance  

Provides a quieter and smoother operation while still maintaining blows per minute 

Hydraulic Breaker
Attachment

Contact Local Dealer

Request a Demo

Find a Dealer

Search for Parts

Features & Benefits
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https://www.bobcat.com/na/en
https://www.bobcat.com/na/en/attachments
https://www.bobcat.com/na/en/buying-tools/contact-dealer
https://www.bobcat.com/na/en/buying-tools/request-demo
https://www.bobcat.com/na/en/dealer
https://www.bobcat.com/na/en/parts-service/parts


Breaker Cradle

Carrier Versatility

Easy, Minimal Maintenance

Easy Mounting

Energy Chamber with Diaphragm

Quite Operation

Hose Guard

Steel Ring System

Go/No-Go Gauge

Single Lower Bushing
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Top Tasks

Precise demolition jobs

Interior demolition

Flatwork demolition

Road repair

Required Components

The following components are required to operate this attachment and must be purchased

separately: 



Breaker bits 

Compatible Models

Compact Excavators 4

Compact Track Loaders 2

Mini Track Loaders 1

Skid-Steer Loaders 3

Small Articulated Loaders 2











Specifications

Hydraulic Breaker
with Nail Point -
HB1180

Hydraulic Breaker
with Nail Point -
HB1380

Hydraulic Breaker
with Nail Point -
HB2380

Hydraulic Breaker
with Nail Point -
HB280

Hydraulic Breaker
with Nail Point -
HB680

Hydraulic Breaker
with Nail Point -
HB880

Hydraulic Breaker
with Nail Point -
HB980



659 lb 849 lb 903 lb 127 lb 281 lb 427 lb 502 lb

54.7 in 58.6 in 62.5 in 34.1 in 40.8 in 46.8 in 50 in

17.4 in 17.4 in 17.4 in 7.9 in 11 in 12.6 in 12.6 in

19.9 in 19.9 in 19.9 in 9.8 in 15.8 in 17.7 in 17.7 in

1280  1230  910  1290  1340  1310  1450 

General

Operating Weight

Length

Width

Height

Blows per minute



26 gal/min 32 gal/min 33 gal/min 6 gal/min  13 gal/min 17 gal/min 21 gal/min

750 ft. lb. (1016 J)  850 ft.-lb. (1152 J)  1000 ft.-lb (1356 J)  60 ft-lb. (81 J)  150 ft.-lb. (200 J)  300 ft.-lb. (407 J)  500 ft. lb. (650 J) 

3 in  3.4 in 3.8 in 1.5 in 2.2 in 2.6 in 2.8 in

Options and Accessories
Breaker Bits: Bobcat offers a selection of breaker tools, equipping you with the right tool for each job. Check out these breaker bits for the hydraulic breaker attachment. 

 

WARNING: This product can expose you to chemicals including engine exhaust (including diesel engine exhaust when equipped), lead and lead compounds, mineral oils, soots, phthalates, and carbon monoxide which are known to the
State of California to cause cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.

Certain specification(s) are based on engineering calculations and are not actual measurements. Specification(s) are provided for comparison purposes only and are subject to change without notice. Specification(s) for your individual
equipment will vary based on normal variations in design, manufacturing, operating conditions, and other factors.
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